[image: image1.png]Futaba AM Cord
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by Tony van Roon
Additional Notes

1 - Pin 1 and Pin 4 (red & yellow wires) are crossed. D.IN. is a curopean ‘nomm originating from Germany. The DIN.
abbreviation stands for "Deutshe Indus  Norm" and means translated *German Industry Standard”

2 - Each of the 5 wires have an individual (stranded) shield.

3 - Pin 2 (ground) can be any color, but is usually brown ot black.
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Pin 2 and Pin 3 (brown & bhue wires) are crossed. (pin 2/brown goes to pin 3/bhue). Braided-wire is going to phig-shield. This shield IS required!
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The JR buddy box cable is a thin coaxial type. The center pin goes from the center pin of the IR plug to pin 2 of the Futaba 6-pin DIN plug,
The shield (DSC) goes from the Futaba pin 6 to the lapel connector of the JR phug. Easy as pie! Cable length should in general not exceed 15 feet
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Pin 1 of Futaba AM goes to pin 3 of Futaba FM.
Pin 4 of Futaba Am goes to pin 2 of Futaba FM.
Shield (braided wire) goes to Gnd.
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Couple Notes
The ground (or shield) wire can be a regular wire but usuall is braided. Cable length should not exceed 15 feet

Wire and Shield are connected straight through.

Do NOT add a battery of any kind to the buddy bos (unless otherwise stated in the mamal). Check your mamual or ask your dealer i you need a battery in the
buddy box or not. I will check with JR if there are different configurations for the cables in regards to different models radios or not. 6-18-2002.
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Additional Notes:
1 - Pin 3 (white) and Pin 5 (black) are crossed. DIN. is a curopean standard originating from Germany. The D.IN. abbreviation stands for "Deutshe Industri

Norm'

2 - Pin 2 (ground) can be any color butis usual green.

3 - In some 5-wire cable the color yellow is replaced by brown.



[image: image7.png]4 - Tf your trainer cord does not work, try reversing the black and white wire again. (one phug only!)




Proteja sua antena do RX., veja como fazer o plug  para esticá-la.

 Materiais: Alfinete(prender no leme), Borracha de dinheiro, um bracinho de servo(Roseta) que foi descartado.
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